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Brilliant
Design



Full range 
of performances, 
matching all 
requirements from 
stability tests to the 
most severe stress 
screening applications.

is everything
Cutting-edge control 
software, allowing 
to manage, monitor, 
assist the chamber in 
any place at any time 
in multiple ways (WiFi, 
Ethernet, UMTS).

is everywhere
Maximun safety 
of tests, thanks 
to door opening 
by personal 
codes and settable 
temperature 
limits.

is safety
Specific test outfits 
for the following 
applications: 
Battery Testing, 
Fast Cooling by LN2, 
Solar Simulation Test, 
Air Conditioning Unit.

is versatile
Thanks to Flower 
version, Discovery 
also works for 
the environment: 
low energy 
consumption for 
a sustainable future.

is eco-friendly

Climatic and 
thermostatic chambers 
without boundaries. 
Discover       .



Cutting-edge control 
software, allowing 
to manage, monitor, assist 
the chamber in any place 
at any time in multiple ways: 
WiFi, Ethernet and UMTS.

Management, 
control, 
assistance.    

is everywhere.



MyAngel24™
Remote-assistance system 
via GPRS/UMTS wireless 
connection, complete with SIM 
card.  Cabled connection is also 
available, via customer’s LAN.

MyKratos™
Chamber monitoring and management system through 
mobile and desktop devices. The chamber wireless (WiFi) 
connection allows operation through various devices, such 
as tablets and smartphones (compatible with iOS 7 and 
Android 4.2.1).
The operator interface can be remotely accessed also 
through the chamber connection to the client’s LAN or via 
GPRS/UMTS (upon activation of a SIM card data).

Ethernet UMTS

WiFi VPN

WiFi
LAN
Customer

Internet

ATT Server

Customer
Home/Office

WiFi



Maximum 
safety for 
operators and tests. 

is safety.
Personal Identification Number
You can set a PIN to open the chamber 
and ensure maximum safety for the 
products being tested.

Operator Safety
You can customise the temperature 
range for opening the door (the default 
range is between 0 and 60°C).

Full safety 
thanks to 
access through personal 
touch screen code.



Full range 
of performances,
matching all 
requirements 
from stability 
tests to the most 
severe stress 
screening 
applications.

A version 
for every 
requirement.
     
is everything.
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E series chambers have the essential environmental 
chamber performance and are specifically designed for 
General Purpose applications where excessively high 
temperatures or fast ramp rates are not required. 
They are ideal for climatic tests at steady states, 
and for use in a wide range of applications, 
such as tropical tests on pharmaceutical products, 
and a wide range of tests in the plastics, rubber, 
paper and semiconductor industries.

ESS - speedy series chambers have been developed 
to help manufacturers detecting product defects 
and production flaws. Screening can force infancy board 
and component failures that would otherwise occur 
after final assembly and product delivery, and potentially 
during the warranty period.Two versions are available, 
according to the temperature rate of change (10°C/min 
and 15°C/min). 20°C/min and 25°C/min versions 
are available on request.



A made-to-measure 
outfit for
every test.
     
is versatile.

Battery Testing
Gas and smoke 
detection, fire 
extinguisher and 
overpressure valves, 
all the proposed devices 
have been optimized in 
accordance with the 
EUCAR Hazard Levels 
in order to create a 
standard for safety 
analyses.

Fast Cooling Kit 
by LN2
It allows to speed 
up the cooling rates 
down to the lowest 
temperature limits 
increasing the severity 
of the test.

Air Conditioning Unit Kit
The chamber can be 
used as stand-alone 
and for conditioning an 
external test box 
connected through 
flexible pipes.

Solar Simulation Kit
A special lamp array 
located on the top of 
the chamber allows to 
match the main solar 
simulation standards 
like the DIN 75220, 
IEC 60068-2-5, 
ISO 9022-9, 
VDA 230-219.Battery

Testing

ACU
Solar

LN2



Designed for 
a sustainable 
future.
     
is eco-friendly.

Patented technology to
reduce energy consumption 
and minimize 
environmental impacts.

Energy Consumption
Up to 50% reduction of energy consumption can be 
assured during the stabilization and transition phases 
due to a unique and “patented” system which includes: 
1.  an inverter that controls compressor speed and allows the 
adaptation of compressor power to different working needs.
2.  a “cold sink” to increase the cooling efficiency.

Noise Level
Up to 50% sound pressure reduction is obtained due to: 
1.  an inverter on the compressor which reduces 
 the rotation speed according to working conditions.
2.  an automatic control system that reduces 
 condenser blower rotating speed according 
 to ambient temperature and cooling power.



1. Handling hole
   125 mm. Located on the 
door, it allows the samples 
handling.

4. Through holes
    80 and 150mm.
For electrical, mechanical, 
and hydraulic connections 
inside and outside the 
chamber.

Discovery chambers 
come with 
a wide range 
of included accessories.

Further customise 
your      .

3. Notch
70x50(h) mm.
Ideal for complex 
connections to the sample.

2. Reinforced floor
Withstands samples 
up to 500 kg.
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5. UV lamp
For ageing tests on painted, 
plastic, rubber, 
and other surfaces.

6. Water cooled condenser
Ideal for test areas 
without air conditioning.
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